& CAMPBELL.

CHAIN & FITTINGS

Grade 70, Transport Chain - Square Pails =

B Designed for Use in Load Binding, Towing, Logging and USA
Other Applications Requiring High Strength

B Can Be Used in Accordance with Department of
Transportation Regulations

B Standard Material: Heat Treated Carbon Steel

B Standard Finish: Zinc Electroplate with Yellow Chromate
Conversion Coating

B Hallmarking: “C7” and “USA”

B Proof Tested

B Design Factor: 4 to 1

B Packaged in Pails, Order Unit is “Each”

B Do Not Use for Overhead Lifting

B DO NOT EXCEED THE WORKING LOAD LIMIT

1/4in 0510426 183867 0.31in 0.94in 0.46in  Yellow Chromate 3150 Ib 65 ft 12.8 64 b
5/16in 0510526 183874 0.33in 1.15in 0.48in  Yellow Chromate 4700 Ib 50 ft 10.4 511b
3/8in 0510626 186639 0.40in 1.36in 0.57in  Yellow Chromate 6600 Ib 45 ft 8.8 68 Ib

Tuna Net Chain - Drums WA' '

Made of High Strength, Heat Treated Steel USA
Designed for Sinker Lines and Bridles in Purse Seining
Hot Dip Galvanized Finish

Hallmarking: “ST” and “USA”

Proof Tested

Packaged in Drums, Order Unit is “Feet” p— p
Made in the USA 11-1‘;?"2 ;-‘5
Do Not Use for Overhead Lifting - g . ———
DO NOT EXCEED THE WORKING LOAD LIMIT o :

—_

3/8in 0514632 175480 0.41in 1.36in  0.57in 5600 Ib 400 ft 9.75 620 Ib
7/16in 0514732 064241 0.47 in 1.37in  0.75in 7500 Ib 300 ft 8.75 651 Ib
1/2in 0514832 064272 0.50in 1.70in  0.75in 9600 Ib 200 ft 7.75 476 Ib
5/8in 0514932 177507 0.63 in 193in  0.87in 13500 Ib 150 ft 6.25 563 Ib
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