& CAMPBELL.

CHAIN & FITTINGS

Straight Link Machine Chain - Cartons R

B Uses: General Utility, Animal, and Farm and Ranch Applications USA

B Standard Material: Low Carbon Steel

B Standard Finish: Bright and Zinc Plated

B Proof Tested

B Design Factor: 4 to 1

B Packaged in Cartons, Order Unit is “Feet”

B Made in the USA

B Do Not Use for Overhead Lifting

B DO NOT EXCEED THE WORKING LOAD LIMIT
1 — — 0310124 060816 0.16in  0.63in  0.28in 390 Ib 100 ft 19.0 23 1b
1/0 — - 0311024 060946 0.18in  0.74in  0.31in 465 Ib 100 ft 16.2 27 b
2 — - 0310224 060847 0.15in  0.61in  0.26in 325 Ib 100 ft 19.7 19 1b
2/0 0312014 060977 0312024 060984 0.18in  0.78in  0.34in 545 Ib 100 ft 15.4 29 Ib
3 — - 0310324 060878 0.14in  0.59in  0.24in 270 1b 100 ft 20.3 151b
30 — - 0313024 061011 021in  1.01in  0.36in 635 Ib 100 ft 11.9 371b
4 — — 0310424 060908 0.12in  0.55in  0.21in 2151b 100 ft 21.8 111b
40 — - 0314024 061042 0.23in  1.03in  0.38in 700 Ib 100 ft 11.7 47 b
5/0 0315014 061073 0315024 061080 025in  1.07in  0.44in 925 Ib 100 ft 11.2 52 o

Straight Link Machine Chain - Reels

Uses: General Utility, Animal, and Farm and Ranch Applications
Standard Material: Low Carbon Steel

Standard Finish: Zinc Plated and Brass Glo

Proof Tested

Design Factor: 4 to 1

Packaged on Reels, Order Unit is “Each”

Made in the USA

Do Not Use for Overhead Lifting

DO NOT EXCEED THE WORKING LOAD LIMIT

4 AW0310427 145384 0.12in 0.55in  0.211in  Zinc Plated 2151b 100 ft 22 3.5in 12 1b
3 0723367 064814 0.14in 0.59in 0.24in  Brass Glo 270 1b 50 ft 20 3.5in 91b
2 0726727 184475 0.151in 0.61in 0.26in Zinc Plated 325 Ib 125 ft 19.7 10.75 in 26 Ib
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