& CAMPBELL.

CHAIN & FITTINGS

Lock Link, Single Loop Chain - Reels PR

B Ideal for Sprocket Wheel, Overhead Door Chains, General
Utility Use

B Standard Material: Low Carbon Steel

M Standard Finish: Zinc Plated, Galvanized

B Design Factor: 4 to 1

B Packaged on Reels, Order Unit is “Each” EW‘ ;w

B Made in the USA

B Do Not Use for Overhead Lifting

B DO NOT EXCEED THE WORKING LOAD LIMIT
10 — - 0741037 066337 0.12in  1.29in  Wrapped 265 Io 250 ft 9.3 10.75in 401b
2 — - 0740237 066269 0.09in  1.08in  Sheared 155 Ib 360 ft 111 10.75in 331b
3/0 0723427 064845 - — 0.15in  1.63in  Wrapped 405 Ib 125 ft 7.4 10.75in 33 1b
3/0 0722427 183454  — - 0.15in  1.63in  Wrapped 405 Ib 50 ft 7.4 55in 171b
4/0 0744027 066498 0744037 066528 0.16in  1.80in  Wrapped 485 Ib 100 ft 6.7 10.75in 29 1b
50 — - 0745037 066603 0.18in  2.15in  Wrapped 580 Ib 100 ft 5.6 10.75in 34 1b

Brass Plumber’s Chain - Cartons =

B Plumbing Fixtures, & Other Applications Requiring Light
Flat Metal Chain

Standard Material: Brass

Standard Finish: Bright

Design Factor: 4 to 1

Packaged in Cartons, Order Unit is “Feet”

Made in the USA =3 e — o
Do Not Use for Overhead Lifting

DO NOT EXCEED THE WORKING LOAD LIMIT

2/0 0872014 067877 0.02 in 0.55in Bright 23 b 100 ft 21.8 2lb
1/0 0871014 067839 0.02 in 0.55in Bright 35 Ib 100 ft 21.8 21b
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