& CAMPBELL.

CHAIN & FITTINGS

Brass Plumber’s Chain - Reels

B Plumbing Fixtures, & Other Applications Requiring Light
Flat Metal Chain

Standard Material: Brass

Standard Finish: Bright

Design Factor: 4 to 1

Packaged on Reels, Order Unit is “Each”

Made in the USA

Do Not Use for Overhead Lifting

DO NOT EXCEED THE WORKING LOAD LIMIT

1/0 0723817 064883 0.02 in 0.55in Bright 351b 200 ft 21.8 3.5in 51b

Inco, Double Loop Chain - Cartons =

Farm and Animal Chains, and Many General-Purpose Applications USA
Standard Material: Low Carbon Steel

Standard Finish: Zinc Plated, Galvanized

Design Factor: 4 to 1

Packaged in Cartons, Order Unit is “Feet”

Made in the USA

Note: Avoid Twisting in Suspension Applications W
Campbell Recommends The Use of Proof Coil or Straight ' '

Link Coil Chain for Swing Set Applications

Do Not Use for Overhead Lifting
DO NOT EXCEED THE WORKING LOAD LIMIT

1 0750124 066641 — - 0.11in 1.54in 155 1b 100 ft 7.8 10 1b
1/0 = = 0751034 066924 0.12in 1.78in 200 Ib 100 ft 6.7 13 1b
2 0750224 066696 — — 0.09 in 1.33in 1151b 100 ft 9.0 81b
2/0 0752024 066979 0752034 067006 0.14in 217 in 255 Ib 100 ft 5.5 16 Ib
3 0750324 066764 - — 0.08 in 1.10in 90 Ib 100 ft 10.9 61b 100
4 0750424 066818 — = 0.07 in 1.00in 70 Ib 100 ft 12.0 51b 100
4/0 — — 0754034 067105 0.16 in 2.19in 365 Ib 100 ft 5.5 251b
8/0 = = 0758034 067167 0.23 in 2.90in 705 Ib 100 ft 4.1 511b
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