. HAGER

=

500 SERIES LIGHT DUTY - 500-048 - LIGHT DUTY, CONCEALED LEAF HINGE

SPECIFICATIONS

Makarial: Alurminum 8063-T6 - 1716 (1.5 mm) leall thickness [
Clearance:; 5/16° (B mm) ‘
Fasteners: #8-18 x 3/4" truss head Phillips tapping AB zinc plated steal.

Painted to match. For sheet metal or wond applications.

Length Options: Standard and oustom lengths avaiable

FEATURES = Universal hinge wsad for a wide variety of applications
inchading maring applications, wood cabinet construction,
recical equipment, portable exhibits and displays,
electronic cabingets, switchbowes, et

= Bearings spaced bo distribube door weight evenly wp bo 50 00,
= Can be used for vertical or horizontal applications
« Alignment ribg for easy installation and proper hinge location

[nches Milimaters | # For Door | # For Jamb
24 610 3 B
35 914 g g
48 | 1219 12 12
72 1629 18 18
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HAGER 27

SPECIFICATIONS ’_U__,--""
Materal: Alurninum 6063-T6 - 116" (1.5 mm) keal thickmness S
Clearanoe: A5 (5.5 mm) minimuam

Fasteners: #8-18 x 34" truss head Phillips tapping A zinc plated

steal. Painted to match. For sheet metal or wood
applications. Shorter sorews required for openings
past 90* when applied as shown in A" {not provided)).

Length Options: Standard and oustom lengths available

FEATURES = Liniversal hinge used for a wide variety of applications
Including marine applications, wood cabinet construction,
miedical equipmment, portable exhibits and displays,
electronic cabinets, switchboxes, efc, i

= Baarings spaced to distribute door welght evenly up to 50 Ibs, (Left hand shown)
= Can be used for vertical or horizontal applications
= Alignment ribs for sasy installation and proper hinge location

Inches Millimeters 2 For Doar # For Jamb

24 G10 i L
£ 914 4 4

I 48 1219 12 12
72 1820 18 1B

16" Lo - i ¥
el | - it
) 3w )
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' [29.4]
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SPECIFICATIONS

Makarial: Alurminum 8063-T6 - 116" (1.5 mm) nominal leal thickneass

Clearance, 132" (1 rm ) minirnum

Fasteners: #8-18 = 3/4" truss head Phillips tapping AB zinc plated steal.
Painted bo match. For sheet metal or wood applicatiors. Shorter
screws reqguired for 90° and 180® openings when applied.
Ehorter screws required for openings past 907 when applied.

Length Options: Standard and oustom lengths available

FEATURES s Liniversal hinge used for a wide variety of applications

inchuging marine applications, wood cabinet construction,
medical equipment, porfable exhibits and displays, electronic

cabinels, switchbomes, ele,

» Allows either inset or outsel applications far recessed or

sirface mounting
« Bearings spaced to distribube door weight svenly up o 50 s,

= Can be usad for vertical or horizontal applications
« Mignment ribs for easy installation and proper hinge location

|____0°Opening 90° Opening | 120°0Opening |

. 2-3/8"
s [ 90 ] e .
e | G~ 119
l ] 15732~
[11]
4 1{31‘
[L] reir,
- -3 i

I [d] B

(10] G | |
l Fii6" A7E"|
T T1in

o)z,

i

13

= 1-7/16" =
1371

Millimeters # For Jamb
24 610 & 5
I 36 G144 G 9
48 1219 12 12
72 1439 18 1B
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HAGER 27

750 SERIES CONCEALED LEAF - 750-134 - STANDARD DUTY

SPECIFICATIONS

Materal: Alurninum &063-T&

Clearance: 5/16" {8 mm) hinge side
plus stamdard bockside
clearance

Fasteners: Dril-kwik™ and wood screws

Length Options: Standard and custom lengths available

Doar Frame
Reinforcement; Mone recuired

FEATURES = [For medivm frequency, 1-3/4" (44 mm} thick solid core
wiand inberior doars up B0 100 pounds
= Door edge pratection lip
= Offset joint bo clear casing
» Frame leal alignment ri for propes hinge location

Inches Milimeters # For Door & For Jamb
9 2007 1% 15
B 2108 1% 19
B3 £15% 1% 19
s 2413 20 Fiil
114 303 23 £

0° Opening 90° Opening 180° Opening

25/327
r llfﬂ]_- ~ 337"

T [ 2] | 9115.'
5 t-l !{:- ,_| |3."1' L ;
[i:i] _'*jﬁ [19] i 115/ 16°
I vt 4-11/ 16"
I — i [119]
- 2-13/ 16" 3.354"
1 Es 16 2.1/4" 9718 171) i l?ﬂl]‘
571 [14]
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750 SERIES CONCEALED LEAF - 750-138 - STANDARD DUTY

SPECIFICATIONS

Material: Alurrinum &063-Te

Clearance, 516" (B mm) hinge side phus standard lockside clearance
Fasteners: Dril-Kwike® and wood screws

Length Options: Standard and oustom lengths available

Door/Frame
Reinforcemsent; None required

FEATURES = For medium frequency, 1-3/8" (35 mm) thick solid
core wond interior doors up to 100 pounds
* Door edge protection lip
« Dffset joint to Clear Casing
+ Frame |eaf abonment rib for proper hinos kcation

Fastener Court
[riches ELMIIinrreI.-Er-; & Far Door # For Jarb
73 | 2007 15 16
83 2i0A 18 18
as | 2159 18 18
45 [ 2413 | pi
114 | 3023 i bl
0° Opening 902 Opening 180° Opening
[ 9/16"
5/32° . [14] =
3133
fz6] f:]

ey G [?f:;']:

. - 3 & 3-15/16
(1 2-3ym [100]
Bs] |
| |8/18"
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HAGER 7

-

780 SERIES CONCEALED LEAF - 780-041HD | 780-041LL - HEAVY DUTY OR LEAD LINED

SPECIFICATIONS

Material: Alurninum &063-Té

Clearance; 316" (8 mm} hinge skde phes standard lockside clearance
Fasteners: Dril-Kwik™® screws

LL Fasteners: 1/2 Dril-Kwik® screws, 1/2 wood screws

Length Options: Standard and custom sizes available

Duar/Frame
Reinforcament: Mone required to 200 lbs,, haavier weight use 16-gauge channal

(Left hard showm)

Optional

Fire Rating: Up to 3-hour metal and 90 minute wood composite (with studs)

Notes: See additional fire rating details on page 3

FEATURES Heawy duty for high frequency doors - for wood or metal doors 1-3/4" (44 mm) thick

Lead lined model for hospital x-ray room doors with double row of screws to straddie lzad (spacify "LL"Y)
Doar edge protection lip

Swing-clear action and ADA comgliant for classroom or patient roam dooes

Mot recormmended for doors with 2 beveled

edge on the hinge sida

| & Per Daor #Per Jarnb
Inches PEllinnesters

| HD LL HD LL
7% | 2007 15 i 15 3z
i3 | 2108 19 36 19 £
85 | 2159 19 b 19 L]
a5 | 2413 i) 21 it 42
119 | 3023 3 28 k] 48

=
78" .
el

[BYE

g [ ' &
1-1;;31 |' "
[39] I
T 5 5
g sl |
1 .,.,'_1.1 116"
[1.6]

2015
. NAgENCD.Com 21



. HAGER
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780 SERIES CONCEALED LEAF - 780-110HD - HEAVY DUTY

SPECIFICATIONS

Material: Alurrinum &063-Te

Clearance, 516" (B mm) hinge side phus standard lockside clearance
Fasteners: Dril-Kwik™® screws

Length Options: Standard and oustom lengths available

Dwoar/Frame

Reinforcement: None required to 200 lbs, heavier weight use 16-gawge channel
Motes: See additional fire rating details on page 3

FEATURES » Heawy duty for high frequency doors or heavy, meadium

frequency doars. For doors 1% (25 mim) to 1-3/8" (35 mm) thick.

+ Frame and door leaf alignment ribs for proger hinge and door location

Irchies Milbrmeters # For Doar & [Far lamb
M 2007 16 16
g3 2106 16 14
&h 2155 1B 18
93 2413 20 il
119 3023 26 25

0° Opening 90° Opening 180° Opening

Y,

—

17/32~

1
Jl]‘f!]'
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a— 1-307327"
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HAGER 7
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780 SERIES COMNCEALED LEAF - 780-111* | 780-111HD* | 780-111LL - STANDARD DUTY, HEAVY DUTY OR LEAD LINED

SPECIFICATIONS

Material: Alurminum G063-To

Clearance: S/16" (B mm) hinge side plus standard lockside clearance
Fasteners: Diril-Kwike® sorews

LL Fastenears: 1,2 Dril-Kwik® screws, 1/2 wood sorews

Length Options: Standard and custom lengths avalable

Door/Frame
Reinforcement: Mone required to 200 Ibs., heavier welght use
1 &-gawge channel
Optional
Fire Rating: Up to 3-hour metal and 90 minute wood composite (with studs)
Nobes: %Lee additional fire rating detalls on page 3
FEATURES « Standard duty for medium frequency doors, Heavy duby for high frequency doars or heany, medium
frequency doors.

* Lead lined model for hospital x-ray room doors with double row of screws to straddle lead (Specfy "LLY)
* Frame and door leaf alignment ribs for proper hinge and door location
« 18" (3 mm) insat

& For Door # For Jamb
Inches | Mllimeters

S0 | HD | LL |50 | HD | LL
i 20017 15 |15 |32 |15 (15 | 32
g3 2108 19 |19 |36 |19 |19 |3
g5 2154 1% |19 |36 |19 |19 |34
o5 2413 20 |20 (42 |20 |20 |42
115 3023 23 |23 |48 |21 |23 |48

s | WI 1

y 17/32"

155:* ' : . o @1—11;15‘
- 2 L7 /33"
[49] 2 L4 : [119]
Jl [13] 2-9/32"
! [58]
£
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780 SERIES COMNCEALED LEAF - 7A0-112* | F80-112HD* | 780-112LL - STANDARD DUTY, HEAVY DUTY OR LEAD LINED

SPECIFICATIONS

IMaterial: Alwminum G0E3-Th

Clearance: 516" (8 mm) hinge side plus standard lockside dearance
Fasteners: Dril-kwik™ screws

LL Fasteners: 12 Dl Kol ) screws, 12 wold SCresws

Length Options; Standand and custom lengths avallable

Do/ Frame
Reinfarcament: MNone required to 200 Ibs, heavier weight use
16-gauge chamnel
Optional
Fire Rating: Up to 3-hour metal and 90 minute weed compasite (with studs)
Males: See additicnal fire rating deteils on page 3
FEATURES + Standard duty for mediurn freguency doors. Heawy duty for high frequency doors or heavy, medium
frequency doors.

+ Lead lned model for hospital x-ray room doors with double row of screws to straddle lead (Specify "LL™)
+ Frame and door keaf alignment ribs for proper hinge and door kocation

# [For Door # Far Jamb
Inches | Milimeters

S0 |HD | L | 5D |HD | LL
] 2007 15 |15 |32 |15 |15 |32
a3 210B6 19 19 (36 |19 (19 |36
85 2150 19 19 (36 |19 (159 |36
95 |13 20 120 j92 )2 (20 (42
119 023 23 23 (48 |33 (23 |96

0?2 Opening 902 Opening

)

a-1/16°
[103)
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HAGER 27

780 SERIES CONCEALED LEAF - 780-113HD - HEAVY DUTY

SPECIFICATIONS

Matetial: Alurrinum 6063-T6 BHMA
TR

Clearance: 13/16" (21 mm) hinge side plus standard lockside clearance

Fasteners: Dril-Kwik™® screws

Length Options: Standard and custom lengths available

Coar/Frame

Reinforcement: Meome required to 200 1bs, heavier weight use 16-gauge channel

Motes: See additional fire rating details on page 3

FEATURES = Heswy duby For high frequency dooes of heavy,

medim frequency doors

» "Safety Hinge" for early education centers, nursing homes, etc,
(when used without frame stop)

= Door leal aignment Al for proper doos location

= 1718 (1.5 mm) inset

[Left hand shown)

Irchies Millrmeters # For Doar & For lamiby
79 2007 15 16
83 2106 19 18
a5 2159 19 18
a5 2413 3 I}
115 3023 23 26

0° Opening 90° Opening 180° Opening

1}5'
(3]
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780 SERIES CONCEALED LEAF - 780-114HD - HEAVY DUTY

SPECIFICATIONS
Material:

Clearance:
Fasteners:

Length Oyptions:

DoorFrame
Reinforcement:

FEATURES

Alrminurm &e3-Th
15/167 (24 mm) hinge side phus standard lockside clearance
Dril-Kwik® screws

Standard and custom lengths available

MNone reguired to 200 lbs, heawvier weight use 16-gauge channel

+ Heavy duly for high frequency doors or hegwy,
medium frequency doors

+ For deap inset o fush-with-frame (when wsing rabbeted frames)
applications, center hung doors, heavy cabinets

= For square edged doors on hinge side

{Left hand shown

fnches | Milimeters # For Door # For Jamb
™ 2007 15 15
B3 | 2108 18 18
ES | 2150 I8 18
o5 | 2413 I 20 20
119 el I | 26
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HAGER 27

780 SERIES CONCEALED LEAF - 780-124HD*- 780-124LL - HEAVY DUTY OR LEAD LINED

SPECIFICATIONS

Material: Alurrinum 6063-T6 e

Clearance: 5/16" (B mm) hinge side plus standard lockside clearance ‘

Fasteners: Dril-kwik™ screws

LL Fasteners: 1/2 Dril-kwik® screws, 172 wood screws "

Length Options: Standard and oustom lengths available

DoorFrame
Reinforcement: Mone required to 200 1bs, heavier weight use 16-gauge channel
Optional
Fire Rating: Up to 3-hour metal and 90 minute wood composite (with studs)
Notes: See additional fire rating details on page 3
FEATURES + Heavy duby for hegh frequency doars or heawy, medium fregquency doors
+ Lead lined model for hospital x-ray room doors with double row of screws to straddle lead (Specify "LL")
+ Frame alignment rib for proper hinge and door location
» [Dwoor edge probection tip
& Per Daor #Per Jamb
[nches SHlimesters
HD LL HO [ LL
o 2007 15 12 15 12
83 | Z108 19 % |19 |31
85 2154 19 36 19 £l
45 2413 £ | 42 it} 42
119 3023 Fuk | 28 23 45
0° Opening 90° Opening 180° Opening
LY o 11
1 S| [20] |
21732 [ g
[17] i | 17737
| e &
- 2-11/32" 4-3/4"
. 1i: :1Iﬁ' /4 [54:}'] [121)
‘:I
| F.
r
ajar 1| .
3]
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780 SERIES CONCEALED LEAF - 780-208HD - HEAVY DUTY

SPECIFICATIONS

Material: Alurrinum &063-Te

Clearance, 1/2° {13 rm) hinge side phus standard lockside clearance
Fasteners: Dril-Kwik® screws

Length Options: Standard and oustom lengths available

Dwoar/Frame
Reinforcement: None required to 200 lbs, heavier weight use 16-gawge channel
FEATURES + Standard duty for medium frequency doors. Heawy duby for

high frequency doors or heawy, medium frequency doors.
+ For millwork, toilet stall doors, windows, and rabbeted
bi-fold doars

+ Frame and door leaf alignment ribs for proger hinge and door location

[ncheess =limebars # For Daor ? For Jamb
79 2007 15 16
83 12108 8 118
as 2159 19 18
45 2413 m 0
114 | 3023 5 L

0?2 Opening 902 Opening 180° Opening

78" 2-3/8°
tz'r:J [ﬁﬁl]
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HAGER 7
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780 SERIES COMCEALED LEAF - TBO-224% | 780-224HD* | 7B0-224LL - STANDARD DUTY, HEAVY DUTY OR LEAD LINED

SPECIFICATIONS

Material:
Clearance:

Fastemners:

LL Fasteners:
Length Oplions:
Door ) Framae
Reinforcement:
Optional

Fire Rating:
Mobas:

FEATURES

2016

Aluminum 6063-Th

5/16" (B mm) hinge side plus standard lackside clearance
ovil-Kwik® screws

1/2 Dril-kwik® serews, 1/2 wood screws

Standard and cushom lengihs available

HNone required to 200 |bs., heavier weight use 16-gauge channel

Up to 3-howr metal and 50 minube wood composite (wikth studs) (Left hamd Shivn)

See additional fire rating details on page 3

+ Standard duty for medium frequency doors, Heawy duty for high frequency doors or heavy, medium
frequency doors. All for doors 1-3/4" {44 mm) thidk.

+ Lead lined model for hospital x-ray room doors with double row of screws to straddle lead (Specfy "LLY)

+ Door edge protection lip

+ Frame |eaf abgnment rib for proper hings and door location

+ 3/32% (2 mm) inset hinge and door location

SPRRY el ¥ For Door # For Jamb

| 50 [ HD [LL | S0 | HD | LL
| 2007 |15 |15 [32 |15 |15 |32
B3 2108 [19 |19 [36 |12 |19 |35
85 2154 [19 |19 |36 |19 |19 |35
o5 2413 |20 |20 |42 |20 |20 |42
115 3023 123 |23 |46 |23 |23 |#4

2-11/32"
[60]

et e -
1-3/4°
L H_{] 4 I
Gy @
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780 SERIES CONCEALED LEAF - 780-226HD* | 780-226LL - HEAVY DUTY OR LEAD LINED

SPECIFICATIONS

Matarial: Alurminum &363-Té

Clearance: 516" {8 mm) hinge side plus standard lockside clearamce
Fastaners: Dril-Kwik ™ screws

LL Fastemers: 1/2 Drik-kwik™ screws, 1/2 wood screws

Length Options; Standard and oustom lengths available

Doar/Frame
Reinforcement: Mone redquired to 200 1bs, heavier waight use 16-gauge channel
Optional
Fire Rating: Up to 3-hour metal and 90 minute wood composite (with studs)
Mobes: See additional fire rating details on page 3
FEATURES + Heavy duty for high frequency doors or heawvy, medium frequency doors. All for doors 27 (51 mm)
thick or greater.
+ Lead lined model for hospital x-ray room doors with double row of screws to straddle lead (Spedfy "LLY)
+ Frame and door leaf alignment ribs for proger hinge and door location
& Par Door #Per Jamb
[nches Eilimeaters T
HD LL HO LL
73 2007 15 32 15 32
B3 2104 19 35 19 £
114 2154 19 3 19 EL
45 2413 &1l 42 £l 4
119 3043 £3 48 3 45
0?2 Opening 902 Opening 180° Opening
p—
Fal
[51] <
17732
P 50
=4 230 o 1l
A
ﬂ?
ARl g4 %
15!“ 1/18° e
3] 1]
J S
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HAGER 7

780 SERIES CONCEALED LEAF - 780-235HD* - HEAVY DUTY

SPECIFICATIONS et
—a
Material: Alurminum &063-Th “‘“3.
Clearance: L/16" (8 mm) hinge side plus allow an additional 1/32" to the ;] * \\
standard lockside clearance ( , “x__da-\‘\
5 e
Fasteners: Dril-Kwik™ serews

Length Options: Stamdard and oustom lengths available

Docar/Frame
Reinlorcement: Mone required 1o 200 105, heavier weight use 1E6-gauge dhanneal
Optional
Fire Rating: U tor 3-houwr metal and 90 minute wood composite (with studs)
Mot See additional fire rating details on page 3
FEATURES » Heayy duty for high frequency doors or heawvy, medium frequency doors
» ‘Wide Throw for applications that require extra clearance for door or frame
» Frame and door leaf abgrment ribs for proper hinge and door kocation
+ For square edged doors on hings side
[nches | Mdlimetars # For Daor # For Jamb
k] | 2007 15 15
83 | 2108 19 19
Bs | 2150 19 19
95 | 2413 20 20
0° Opening 90° Opening 180° Opening
- ge—25/32" 1-3 /8 —"" E
[ [20] —[35]7 |
) f
‘.I.#‘.Llﬁ" ] | d
0 o | VA lilli'
17/16" 1-3/16% n i P
1016 (11734 \ s [ 15/16°
l 4] N idor” 34 |
Gy | | f
| ; . W 38T h
5/167 116" | [ | p
(81 | I2] I h )
= 3-1/18" | iy
— [78) — -
2015
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780 SERIES FULL SURFACE - 780-057HD - HEAVY DUTY

SPECIFICATIONS

Makarial: Alursinum 8063-T6

Clearance: 1/32° (1 mm) minimum recommended between doors g
Fasteners: Dril-Kwik™® screws and sex bolts

Length Options: Standard and oustom lengths available

Dioar

Reinforcement: None required

Optional

Fire Rating: Up to 3-hour metal and 90 minute wood composite (with studs)
Motes: See additional fire rating details on page 3

FEATURES « Hemy duty For high frequency doors or

heavy, medium frequency doors
» Bi-fold applcations
s Security moldings

[nchis Milimaters & Spw Balts 2 Pan Head
E)- 2007 14 34
83 21048 16 s
85 2154 16 kL]
95 2413 20 i3
119 | 3023 24 45

0?2 Opening 902 Opening 180° Opening

+

1-5/31°
1

1-3/47

17/32° | (441
[13]
23—
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780 SERIES FULL SURFACE - 780-157 | 780-157HD - STANDARD DUTY OR HEAVY DUTY

SPECIFICATIONS -
BHMA
Matarial: Aluminum 6063-Té —
Clearance: 1/32" {1 mm} minimum recommended for hinge side plus ~
standard lockside clearance
Fasterers: Dril-Kwik® sorews and sex bolts
Length Options: Standard and oustom lengths svalable
Door
Reinfarcement: None reduired
Frame
Reinforcement: Mone required to 200 1S, heavier weight use 16-gauge channeal
Optional (Left hand showm)
Fire: Rating: Up to 3-hour metal and 90 minute wood composte (with studs)
Nobes: See additional fire rating details on page 3
FEATURES « Standard duty for medium frequency dooss,
Heawy duty far high frequency doors or heawy,
medivm frequency doors,
« For surface applications where frame face
dirmension is limited
- Security maldings Langth _________ Fastener Count_____|
= 11167 (1.5 mm) inset 3 # Sen Bolts | # Pan Head
Inches | Millimeters
50 |HD |50 |HOD
75 | 2007 B |B |34 |3
83 2108 g8 |8 3E | =
85 7159 & |B E | =
a5 1413 0 |10 |3E |34
119 023 12 (12 [46 |46
0° Opening 90° Opening 180° Opening

3= %&E]‘

5/31°

3ﬁiﬁ [’mm

!! !!‘

o :asr LT

l

1
¢ f?l :
il

TIR" - I—L'ljli' o
) A o

flat IEJI'
surface | 1]
2015
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9] =1
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SPECIFICATIONS

Material: Alurrinum B063-Th

Clearance; 132" {1 mm) minimum recommended for hinge side plus
standard lockside clearance, 1-5/8" (41 mm) minimum frame
face required plus 3/16% (5 mm) rotational Clearance

Fasteners: Dril-Kwik™ screws and sex bolts

Length Options: Standard and oustom lengths available

Duozr

Reinforcement: Ko required

Frame

Reinforcement: None required to 200 lbs, heavier weight use 16-gauge channel (Left hand shown)
Optional

Fire Rating: Up to 3-hour metal and 90 minwte wood composite (with studs)

Mobes: LSee additional fire rating details on page 3

FEATURES = Standand duly for medium frequency dooes,

Heanwy duty For high frequency doors or
hedney, medium frequency doors,
Can be used with any door and frame

e T S
Security molding

17327 (1 mm) inset Inches | Millimeters # S Bots | # Fan Head | # For Jamd
&0 |HD |50 |[(HD |50 |HD

7 2007 E |8 17 17 |17 |17

B3 21068 E |8 19 19 |19 |19

BS 2155 E |8 19 (13 |19 |19

o5 2413 0 |10 |19 |19 |19 : 18

119 w73 iz (12 |\ |13 |\ |23

0?2 Opening 902 Opening 180° Opening

15{!2

15/8° |
(41—

11337
1]

3-3/16° 2-5

[81] A 5'| ;5 Ii"
L 31'{%?? 717337
_gi_a_':tﬁ: i

1-3747
[}
|

|
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780 SERIES FULL SURFACE - 780-257HD - HEAVY DUTY

SPECIFICATIONS

Materal: Alurminum &6063-T&

Clearanoe: 1/32° (1 mm) minimum recommended between mullion and
door plus standard lockside dearance - 1-1/2" (38 mm)
to 2-1/4" (57 mim) mudlion width

Fasteners: Dril-kwik™ screws and sex bolts

Length Options: Standard and oustom lengths available

Dvor

Reinforcement: Meome required

Frame

Reinforcement: Mone redquired to 200 lbs, heavier weight use 16-gauge channel

Optional

Fire Rating: Up to 3-hour metal and 90 minute wood composite (with studs)

Nobes: See additional fire rating details on page 3

FEATURES + Heswy duty for high frequency doors or

heavy, medium frequency doors

= Double hinge for hanging two entrance doars
from & fixed mullion

» Securty roldings

= 11167 (1.5 mm) inset

Inches

Milimebers # Pan Head | # For Jamb
19 20017 16 £ 17
5] 2104 16 34 19
] 2158 16 34 19
] 2413 20 k-] 19
119 3023 24 45 3

0° Opening 90° Opening

praljat 2-31/32" A,
_szgf' [“4] - [75] -
Hfﬂ'" , G b 2-7/32" i
(20]% T :L gl (56}
L % Ilﬁ z _
J 1- f" 3: [1] ‘:I_.[.?ll 1i- 3,4:.:_ ' !
(3] mln 2-1/4" _2yme | s | 237
[ E —_[57}max, [53] (57} [53]
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780 SERIES HALF SURFACE - 780-045HD - HEAVY DUTY

SPECIFICATIONS
Matetial: Alurrinim G063-Te E
Clearance, HEE" (4 mm) minirmum recommended hinge side plus standard
iackside clearance
Fasteners: Dril-Kwik™® screws and sex bolts

Length Options: Standard and oustom lengths available

Duoor
Reinforcement: None required

Frame
Reinforcement: None required to 200 lbs, heavier weight use 16-gauge channel
(Left hand shown)

Optional

Fire Rating: Up to 3-hour metal and 90 minwte wood composite (with studs)
Motes: Lee additional fire rating details on page 3

FEATURES + Heavy duty for high frequency doors ar

heavy, medium frequency doors
+ Frame |eaf alignment rib for proper hinge kocation
» Security molding
« 95327 (7 mm) insst

Inches | Milimeters | # Sex Bolts | € Pan Head | # For Jamb
] | 2007 |4 17 15

g3 2108 | & 19 19

85 2159 | 8 19 19

95 2413 | 10 19 20
o S o = =

1377 3316
7| 3 [s1)
Ll,f] ;.igf

!I: =21 :‘l! lll'.
e
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1-9/ 16 _lj[.'ﬂa 4]
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HAGER 27

780 SERIES HALF SURFACE - 780-046HD - HEAVY DUTY

SPECIFICATIONS .
Materal: Alurninum 6063-T& ﬁ -v.‘"'{
Clearance, 232" (4 mm) minimum recommended hinge side plus standard

lockside clearance
Fastaners: Dril-kwik™ screws and sex bolts

Length Options: Standard and oustom lengths available

Dcar
Reinforcement; MNone necpuired

Frame
Reinforcement: Kone required to 200 lbs, heavier weight use 16-gauge channel

{Left hand shown)

Optional
Fire Rating: Up to 3-hour metal and 90 minute wood composite (with studs)
Nobes: See additional fire rating details on page 3
FEATURES * Heavy duty for high frequency doors ar
heavy, medium frequency doors
+ Complete frame rabbet coverage for 1-304°
{45 mm}) frames, with 1-3/8" (35 mm) doors
* Frame |eaf aligrment rib for proper Ringe kocation
* Security moliding
o g o Fsenercont |
[nches Millimeters & S Bolts | & Fan Head | & For lamib
o 2007 E 17 15
_33-_ ! 1:!'EE_ _E- ] _15' | 19
as 2150 E 15 19
95 2413 10 15 20
119 02T 12 i3 23
0° Opening 90° Opening 180° Opening

S T
pifcra Jii 3]] [&1]

[II'J
lt“ﬂj—r el zak
1

'[‘-'-‘:"l ‘1] '._.. = [
1-45/16° RZEET
f"’:' 34
o, | Clearance B
9y32*
L7
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SPECIFICATIONS
Material:

Clearance;

Fasteners:

Length Options:

Dipior
Reinforcement:

Frame
Rainforcemsent:

Optional
Fire Rating:

Motes:

FEATURES

Alurpinum 8063-T6

Dril-kwik® srrews and sax bolts

None required

Standard and oustom lengths available

LSee additional fire rating details on page 3

+ Frame leaf alignment rib for proper hinge location

= Security molding
+ 1/8% {3 mm) inset

5/32" (4 mm) minimum recommended hinge side plus standard
ckside clearance

None required to 200 lbs., heavier weight use 16-gauge channel

Up to 3-hour metal and 90 minute wood composite; (with studs)

[Left hand shown)

+ Standard duty for medium frequency doors. Heany duby for high frequency doors or heaney, medium
frequency doars

# 5@y Bolts | # Pan Head | # For Jamb
Irchies Millimeters

o ] HD ah HD ah HD
T 2007 B 17 17 15 15
B3 2108 B 19 19 19 19
BS 2159 B B 19 19 19 15
a5 2413 10 10 19 19 i 20
119 023 1z 12 n 13 | 23

—

"

2-3/1
5733 [46]
“rho1

19108 [l 4 e | 12374
[40) I‘,'1 1312 _ _IEJ
= ®

R
o

L 1-3/4%
| l|:‘M:|
2-37 167
[56] 2-3/4"
[96]

(i s

2016 “

v RBgEC DL Cam




HAGER 7

780 SERIES HALF SURFACE - 780-054HD - HEAVY DUTY

SPECIFICATIONS

Materal:

Clearance;

Fasteners:

Length Options:

Dcar
Reinforcement;

Frame
Reinforcement;

Optional
Fire Rating:

Motes:
FEATURES

0° Opening 90° Opening

r..r]lr [J&l

ui'zrre::a; 5 E {: I |

1.I'l'-- ]"'
|3]i

[49]

1-15:15' 1 If?]u

L0 | diearance-

Alurminum 6063-T6

LI32Y (4 mm) minimum recommended hinge side plus standard
kxckside clearance

Dril-Kwik™ serews and sex bolts

Standard and ocustom lengths available

MNone necpuired

Mone required to 200 Ibs,, heavier weight use 16-gauge channel {Left hand shown)

Up to 3-hour metal and 90 minute wood composite (with studs)
See additional fire rating details on page 3

* Heavy duty for high frequency doors or heawy,
medium frequency doors

« Frame leaf alignment rib for proper hinge location

* Security modding

« 1787 (3 mm) inset

Milimaters | # Sex Bokts | # Pan Head | # For Jamb
70 2007 B 17 15
| 83 2108 B 19 15
(a5 | 2150 B 10 (18
as 2413 10 19 | 20
[ 118 3023 12 22 [22

% 2 gea-aar

[44] 18] 1104]
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| "v :
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780 SERIES HALF SURFACE - 780-155HD - HEAVY DUTY

SPECIFICATIONS
Matarial:

Clearanoe,

Fasteners:

Length Options:

Dpor
Reinforcemsnt:

Frame
Reinforcement:

FEATURES

Alurminum B063-Th

32" (4 mm) minimum recommended hinge side plus standard
iackside clearance

Dril-Kwik™ screws and sex bolts

Standard and oustom lengths available

None required

(Left hand shown)

None required to 200 lbs, heavier weight use 16-gauge channel

* Heavy duty for high frequency doors or heavy, medium frequency doors
+ Far center hung and double egress conversions
+ Securty moliding

HD* Fastener Counk
Inches | Milimeters | # Sex Bolts | & Pan Head | # For Jamb
70 2007 IE 17 16
B3 2108 la 19 18
BS 2155 g 19 18
95 2413 10 19 0
119 3023 12 23 26

0?2 Opening 902 Opening

2-1%/32" J
19/30° [6
117
. - 131~
ey o i ] |
i
g dﬂurﬂm 0 lllzj?";l‘:
L 1-3/4° "= ) -
Gl | LT
2016 “
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HAGER 7

780 SERIES HALF SURFACE - 780-211HD - HEAVY DUTY

SPECIFICATIONS

Material: Alurminum &063-T6

Clearance, 532" (4 mm) minimum recommended hinge side plus standard
lockside clearance

Fastaners: Dril-kwik® screws and sex bolts

Length Options: Standard and oustom lengths available

Duwar

Reinforcement: Mome required

Frame

Reinforcement: Mone required to 200 Ibs,, heavier weight use 16-gauge channel (Left hand shown)
Fire Rating: Up to 3-hour metal and 90 minute wood composite (with studs)

FEATURES Heawy duty for high frequency doors or heavy, medium frequency doors

Sacurity mohding

L]
* Frame |eaf wrap-arcund reinforcement for damaged frames
+ 116" (1.5 mm) inset

Inches Millimeters | # Sex Boks | # Pan Head | # For Jamb
7 2007 B 17 15

a3 2108 B 19 19

5 2159 El |19 118

a5 2413 10 19 20
119 3023 12 3 126

2015
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780 SERIES HALF SURFACE - 780-213HD - HEAVY DUTY

SPECIFICATIONS
BHMA
Material: Alurrinum B063-TE —
Clegrance; 32 (4 ) minimum recommendsd hinge side plus standard
iockside clearance - ]
i )
Fasteners: Dril-Kwik™ screws and sex bolts

Length Options: Standard and oustom lengths available

Dor

Reinforcement: None required

Frame

Reinforcement: None required to 200 lbs, heavier weight use 16-gauge channel (Left hand shown)
FEATURES = Hesvy duby for high frequency doors or heawy, medium frequency doors

= For center hung doar where large edge radll ar finger guards require 3 komng reach
= Secunby molding

Indhes PMillirreters & Seq Boks | & Pan Head | & For Jamb
75 M7 B 17 16
a3 2108 B 19 18
g5 2158 B 19 18
95 213 10 19 20
[ o e £l j26

0?2 Opening 902 Opening 180° Opening

* A—
144" .
M T HEA
.
il —
- T a1 1 =
T 1 il . | 1 [iﬂ?_
f '1!{1!'1_ [.“] ] ||l
' - -21/37°
I1:'|r||r|. | i 15‘4 I-Efn"' 571
ﬂil a- 1315'
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HAGER 27

780 SERIES HALF SURFACE - 780-259HD - HEAVY DUTY

SPECIFICATIONS

Material: Alurminum &0363-Té

Clearance:; L33 (4 mm) minimum recommended hinge side plus standard ~
kxckside clearance

Fasteners: Dril-Kwik™® screws and sex bolts

Length Options: Standard and oustom lengths available

Ducar
Reinforcement: Mone recquired
Frame
Reinforcement: Mone required to 200 Ibs,, heavier weight use 16-gauge channel (Left hand shown)
FEATURES = Hegwy duty for high frequency doors o heavy, medium frequency doors
= Frame |eal algrment b for proper Rings kooation
= For custorm apphcations with thinmer Joors
= Securily molding
= 178" (3 mrm) insal
Inches Millimebers | # Sex Bolts | & Pan Head | # For Jamb
2t el i1 Lt b
B3 2108 & 19 18
85 2155 2] 19 18
i | 2413 10 149 20
119 | 3023 12 3 26
0° Opening 90° Opening 180° Opening
L -3 LES i —
i/a® -
[gl L IH*:]I' [26]
=, Bic L e
5/8" . il
i) iy kb
3{'3'
i1 37337
| [18]

1-11/18"
i —
I 16 I.Enj'l.ﬁ" |
[24] - [30]
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780 SERIES HALF SURFACE - 780-300HD - HEAVY DUTY

SPECIFICATIONS

Material: Alurrinum &063-Te

Clearance, 1/32° (1 m) minimum recommended between door and frams
Fasteners: Dril-Kwike® sorews

Length Options: Standard and oustom lengths available

Duoor/Frame
Reinforcement: None required to 200 1bs, heavier weight use 16-gawge channel

FEATURES « Hegy duby For high frequency, center hung doors
or hednvy, medium freguency, center hung doors
+ For center hung doar application
= 347 (19 mm) minimoem inset {Left hand shiown)

Inches Millimeters | # For Door | # For Jamb
| 70 007 12 12
EE 2108 14 14
a5 2159 14 14
{ a5 2413 16 16
119 023 0 20

=1/2"
[64]

1Ir
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HAGER 27

SPECIFICATIONS )
Material: Aluminum 6063-Th A
Clearance: 15/32" (12 mm) hinge side plus standard lockside dearance :

Fasteners; 1/4"-20 Dril-Kwik'™® screws or optional 1/4-14 = 1-1/2" wood screws
Length Options: Standard and custom kengths available
DaarfFrame

Reinforcement: For doars up ta 200 Ibs. Use 1/8" reinforcement for doors
greater than 200 |bs,

FEATURES + Strong enough 1o swing doors heavier than 600 Ibs.,
wider than 4 fieet, and taller than 10 fest. Extra heawy
duty for heawy, high freguency doors or extremely heavy,
lowi frequency doors; for doors 1-3/4% (45 mm) to 2-3/8" (60 mm) thick.
+ Lead lined model for hospital x-ray room doors with double row of screws to straddle lead [Specify "LL")
+ Frame and doar ke2af alignment nbs for proper hinges and doar koecation

Inches Millimeters | # Par Doce | # Per Jamb
M KT 2 a2
a3 2108 L] 26
85 2159 ] %
95 213 28 2B
119 23 iz 33
0° Opening 90° Opening 180° Opening
__l.'[ﬁé:l!l_ i ¥
11/16"
T b en | [{?]
i° | Rem 2
(28] 13 - 1-374 4-13/16
il E— L : 2-15/16" 1a4] [122]
— || — I (731~ i
Al 2-1/2" 3473~
a En iRt -
.I—:ih:—- | ' '
| FilR— i ]
3Er-_LIL L ipee
i 15/32"
{ 1 = 112] E|
T

-
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1200 SERIES EXTRA HEAVY DUTY - 1200-650XHD - CONCEALED LEAF HINGE

SPECIFICATIONS L
Matetial: Alurirum 6063-Té L

Clearance; 15327 (12 mm) hinge side plus standard lockside clearance ,.~—'-
Fasteners: 1/4"-20 Dril-kwik’® screws or optional 1/4-14 x 1-1/2" wood screws b ot

Length Options: LStandard and oustom lengths available

Door/Frame
Reinforcemsent; For doors up to 200 ks, Use 1/8” reinforcement for doors
greater than 200 |bs.

FEATURES + Strong enough to swing doors heavier than 600 |bs.,
wider than 4 feet, and taller than 10 feet. Extra heawy
duty for heawy, high frequency doors o extremely heawy,
low freguency doors; for doars thicker than 2-3/8" (&0 mm).
» Lead lined model for hospital x-ray noom doors with double row
of screws to straddle lead (Specify "LL")
+ Frame and door leaf alignment ribs for proper hinges and door location

Imcheas Milireters | # Por Door | # Per lamb
i) 2007 22 22
B3 2106 26 26
E5 2150 26 26
¥4 2413 ] 24
119 023 33 33

0?2 Opening 902 Opening 180° Opening
; -

1-5/32"
: “Hler 11/16" ||
T et : [17] -
1- (9% 6-1/8"
sh s i 3. [156]
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