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BEVEL 1/8" IN 2" [3 IN 51]

DOOR TYPE:            WOOD OR COMPOSITE, SQUARE OR BEVELED EDGE
DOOR THICKNESS:  1-3/8" [34.9] TO 1-3/4" [44.5]
FACE PLATE:            SQUARE, 1" [25.4] WIDTH
BACKSET:                ADJUSTABLE FOR 2-3/4" [69.9] OR 2-3/8" [60.3]

NOTE: NOT FOR USE WITH 3317 DUMMY LEVERSET

DIMENSIONS IN BRACKETS [ ] ARE IN MILLIMETERS

CL

CL

TEMPLATE DERIVED FROM ANSI/BHMA 
A156.115-W-2006 STANDARD FOR HARDWARE 
PREPARATION IN WOOD DOORS

REV. DESCRIPTION ECO NO. DATE

- CREATED FOR 3300 TUBULAR LOCK SERIES NPD12006 10/26/2017
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BEVEL 1/8" IN 2" [3 IN 51]

DOOR TYPE:            WOOD OR COMPOSITE, SQUARE OR BEVELED EDGE
DOOR THICKNESS:  1-3/8" [34.9] TO 1-3/4" [44.5]
FACE PLATE:            ROUND, 1" [25.4] WIDTH
BACKSET:                ADJUSTABLE FOR 2-3/4" [69.9] OR 2-3/8" [60.3]

NOTE: NOT FOR USE WITH 3317 DUMMY LEVERSET

DIMENSIONS IN BRACKETS [ ] ARE IN MILLIMETERS
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TEMPLATE DERIVED FROM ANSI/BHMA 
A156.115-W-2006 STANDARD FOR HARDWARE 
PREPARATION IN WOOD DOORS
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